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SMS Lab Coats
Thomas No.:      

20A00K920 - 20A00K931

Description: SMS lab coat
Sizes:   S, M, L, XL, 2XL, 3XL

Color: Blue
Thomas No.:  20A00K920 (XC8614B-S), 20A00K921 (XC8614B-M), 20A00K922 (XC8614B-L),  

20A00K923 (XC8614B-XL), 20A00K924 (XC8614B-2XL), 20A00K925 (XC8614B-3XL).

Color: White
Thomas No.:  20A00K926 (XC8614W-S), 20A00K927 (XC8614W-M), 20A00K928 (XC8614W-L),  

20A00K929 (XC8614W-XL), 20A00K930 (XC8614W-2XL), 20A00K931 (XC8614W-3XL).

Packaging: 10/PK; 30/CS
Material Description: SMS 60g, antistatic 

Collar and Cuffs: Knitted

Size A B C D E F G H I
S 93.5cm 61.5cm 58cm 6.5cm 4.5cm 13.5cm 16.5cm 18.5cm 21.6cm

M 100cm 64cm 58cm 6.5cm 4.5cm 13.5cm 16.5cm 18.5cm 21.6cm

L 101.7cm 68.5cm 58cm 6.5cm 4.5cm 13.5cm 16.5cm 18.5cm 21.6cm

XL 103.5cm 70.5cm 60cm 6.5cm 4.5cm 13.5cm 16.5cm 18.5cm 21.6cm
2XL 111.5cm 75cm 60cm 6.5cm 4.5cm 13.5cm 16.5cm 18.5cm 21.6cm

3XL 112cm 78cm 60cm 6.5cm 4.5cm 13.5cm 16.5cm 18.5cm 21.6cm

Tolerance +/-2cm +/-2cm +/-2cm +/-2cm +/-2cm +/-2cm +/-2cm +/-2cm +/-2cm



XC8000 Material
Physical Properties

Test Item Test Standard Result

Weight (g/m²) ASTM D3776/D-3776M-20 (Option C) 64.1

Ball Burst Strength, lbf ASTM D3787-16 151.5

Mullen Burst Strength, psi ASTM D3786/D3786M-18 38.0

Tearing Strength 
Length, lbf
Width, lbf

ASTM D5587-15 18.5
9.6

Tensile Strength 
Length, lbf
Width, lbf

ASTM D 5034-09, Grab Method 43.2
27.9

Water Vapor Transmission, g/24h/m² ASTM E96/E96M-16 (Procedure B) 1034

Particle Shedding (Helmke Drum) IEST-RP-CC003.4 PASS

Electrostatic Decay of Fabric FTMS 101C - Method 4046 PASS

Barrier Properties

Bacterial Filtration Efficiency ASTM F2101-19 96%

Differential Pressure  (mm H²O/cm²) 6.16

Water Resistance, Impact AATCC 42-2017e 0.00

Synthetic Blood Resistance  
Penetration, 100%

ASTM F1670/F1670M-2017, 
(Procedure B) PASS


	20A00K920-925, 20A00K926-931
	20A00K920 - 20A00K931
	Blank Page




